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NOTE:
DUE TO MOIRE PATTERNS, SOME
PAGES DID NOT SCAN WELL
THE MAIN PART OF THE MANUAL IS CLEAR
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ACCESSIBLE
SELECTOR SWITCHES

To remeve the selector
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REMOVARLE
PROGRAM HOLDER
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FEATURES

MINIMUM RECORD WEAR
MINIMUM PICKUP WEAR
RADIONIC PICKUP

FLOATING CHASSIS REDUCING
MICROPHONICS

TURNTABLE STABILIZER

OLD STYLE NEW STYLE
TONE ARM TONE ARM
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New and Improved

Cleared FOT

TIMESAVER
REJECTOR MOUNT

Sheg rejector mounted on

lz.ultcv deor m-m inte

whare sdjme

ments can be made quick-
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tooh required,
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SINGLE
FLUG CONNECTION
Coim mechaniym has s
zheg comnection b
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To discomnect slug rejec-
tor and coin ncmu
mechasism
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ECCENTRIC
ALIGNMENT

Eccontiic Adimting cem
:wmih exact -I‘M
etwaan thug reioctor coin
tack snd entance of coin
register mecheniam,

COIN REGISTER
MECHANISM

Only two screws 10 see

o wngle lnck
rensove feom m;unl. You
can remove and replace
unit ind cover meatly 3
tiwes faxter,

Action

Service




